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QUALIFIED PRODUCTS LIST

OF

PRODUCTS QUALIFIED UNDER MILITARY SPECIFICATION

MIL-R-39023

RESISTOR, VARIABLE, NON-WIREWOUND, PRECISION,

GENERAL SPECIFICATION FOR

This list has been prepared for use by or for the Government in the acquisition of products covered by
Specification MIL-R-39023.  Listing of a product is not intended to and does not connote endorsement of the
product by the Department of Defense.  All products listed herein have been qualified under the requirements for
the product as specified in the latest effective issue of the applicable specification.  This list is subject to
change without notice; revision or amendment of this list will be issued as necessary.  The listing of a product
does not release the supplier from compliance with the specification requirements.

THE ACTIVITY RESPONSIBLE FOR THIS QPL IS THE U.S. ARMY RESEARCH LABORATORY.  The activity designated as agent
for all contacts relative to this QPL is the Defense Electronics Supply Center (DESC-ELS), Dayton, OH  45444-
5764.

* Procurement of Category II resistors shall be confined to sources of the corresponding Category I resistor. 
Also, only manufacturers having their resistors annotated with an asterisk (*) have complied with the quality
assurance program requirements, Appendix B of MIL-R-39023, and are eligible to supply similar Category II
resistors within the limitations specified under Government Designation and paragraph 4.4.4 of MIL-R-39023 (see
paragraphs 3.2.l and 3.2.2 of MIL-R-39023 for definitions of Category I and II resistors.)

MANUFACTURER'S TEST OR DETAIL
GOVERNMENT DESIGNATION QUALIFICATION SPECIFI- MANUFACTURER'S NAME
DESIGNATION OR TYPE NUMBER REFERENCE CATION (ADDRESS ON LAST PAGE)

CATEGORY I RESISTORS

RQO51* 1020-561-3 39023-192-86   /10 BEI, Duncan Electronics Div.
 Res. temp. char. C, shaft length G, life
 char. 5, moist. res. char. 2, func. conformity
 tols., char. A, output-smoothness char. F,
 nom. total res. values 5,000 ohms.

RQO51 55FL1-130-01 39023-846-83   /10 New England Instrument Co.
 Res. temp. char. C, shaft length G, moist. res.
 char. 2, life char. 5, func. conformity tols.
 char. A, output-smoothness char. F, nom. total
 res. value 5,000 ohms.

RQ090* 22ll 39023-803-76   /l BEI, Duncan Electronics Div.
 Res. temp. chars. A and B; shaft lengths
 A thru F; life chars. l thru 3; moist. res.
 chars. l and 2; func. comformity tol. chars.
 A thru D; output-smoothness chars. A thru E;
 nom. total res. values l00 ohms thru l.0 megohm.

RQ090* l22l 39023-4-77   /l BEI, Duncan Electronics Div.
 Res. temp. chars. A and B; shaft lengths
 A thru F; life chars. l thru 3; moist. res.
 char. 2; func. conformity tol. chars. A thru D;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQ090* WP7/8M 39023-308-73   /l Data Instruments, Inc.
 Res. temp. chars. A and B; shaft lengths
 A thru D; life chars. l thru 3; moist. res.
 chars. l and 2; func. conformity tol. chars.
 A thru D; output-smoothness chars. A thru E;
 nom. total res. values l00 ohms thru l.0 megohm.
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DISTRIBUTION STATEMENT A.  Approved for public release; distribution is unlimited.

QUALIFICATIONS VALIDATED
SEMIANNUALLY

FSC 5905

QPL/QML Information
If you are using the latest version of the Adobe Acrobat Reader, version 3.0, you may notice that the text of the QPLs and QMLs appears light.  This is due to the anti-aliasing features of the version 3.0 Reader software.  Short of the font style and size being changed in all of the QPLs and QMLs to a combination that won't be anti-aliased, the problem with light text can be "corrected" with the Reader software.  Choose File/Preferences from the menu bar.  Then choose "General" from the menu pop-up.  De-select the "Smooth Text and Monochrome Images" checkbox.

NEW SERVICE from VQ:  An automated QPL/QML notification system is now available. The Master Index of QPLs and QMLS web page will continue to be the delivery mechanism for the QPLs and QMLs, but if you wish to receive an e-mail message to indicate the changes to this page, please e-mail your name, telephone number, e-mail address, and the list of QPLs and QMLs you wish to be informed of to Ned Raybould (Edward_Raybould@dscc.dla.mil or 614-692-0582). Your list can consist of only one document or it can consist of all of the QPLs and QMLs that DSCC-VQ publishes. Please keep in mind that not all QPLs and QMLs that VQ publishes are on the Web at this point in time.



MANUFACTURER'S TEST OR DETAIL
GOVERNMENT DESIGNATION QUALIFICATION SPECIFI- MANUFACTURER'S NAME
DESIGNATION OR TYPE NUMBER REFERENCE CATION (ADDRESS ON LAST PAGE)

RQ090* 78FS 39023-526-77   /l New England Instrument Co.
 Res. temp. char. A; shaft lengths A thru D;
 life chars. l thru 4; moist. res. chars.
 l and 2; func. conformity tol. chars. A thru D;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQ090* 78FLI 39023-526-77   /l New England Instrument Co.
 Res. temp. char. A; shaft lengths A thru D;
 life chars. l thru 4; moist. res. chars.
 l and 2; func. conformity tol. chars. A thru D;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQ090* 78SF 39023-526-77   /l New England Instrument Co.
 Res. temp. char. A; shaft lengths A thru D;
 life chars. l thru 4; moist. res. chars.
 l and 2; func. comformity tol. chars. A thru D;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQ09l* 22l2 39023-803-76   /9 BEI, Duncan Electronics Div.
 Res. temp. chars. A and B; shaft lengths (USAF)
 A thru F; life chars. l thru 3; moist. res.
 chars. l and 2; func. conformity tol. chars.
 A and D; output-smoothness chars. A thru E;
 nom. total res. values l00 ohms thru l.0 megohm.

RQ09l* l222 39023-4-77   /9 BEI, Duncan Electronics Div.
 Res. temp. chars. A and B; shaft lengths (USAF)
 A thru F; life chars. l thru 3; moist. res.
 char. 2; func. conformity tol. chars. A thru D;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQ09l* WP7/8M 39023-308-73   /9 Data Instruments, Inc.
 Res. temp. chars. A and B; shaft lengths (USAF)
 A thru F; life chars. l thru 3; moist. res.
 chars. l and 2; func. conformity tol. chars.
 A thru D; output-smoothness chars. A thru E;
 nom. total res. values l00 ohms thru l.0 megohm.

RQ09l* 78FTS 39023-526-77   /9 New England Instrument Co.
 Res. temp. char. A; shaft lengths A thru F; (USAF)
 life chars. l thru 4; moist. res. chars.
 l and 2; func. conformity tol. chars. A thru D;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQ09l* 78FL 39023-526-77   /9 New England Instrument Co.
 Res. temp. char. A; shaft lengths A thru F; (USAF)
 life chars. l thru 4; moist. res. chars.
 l and 2; func. conformity tol. chars. A thru D;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQ09l* 78BF 39023-526-77   /9 New England Instrument Co.
 Res. temp. char. A; shaft lengths A thru F; (USAF)
 life chars. l thru 4; moist. res. chars.
 l and 2; func. conformity tol. chars. A thru D;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQl00* 42ll 39023-804-76   /6 BEI, Duncan Electronics Div.
 Res. temp. chars. A and B; shaft lengths A thru F;
 life chars. l thru 3; moist. res. chars. l and 2;
 func. conformity tol. chars. A thru E; output-
 smoothness chars. A thru E; nom. total res. values
 l.000 ohms thru l.0 megohm.
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GOVERNMENT DESIGNATION QUALIFICATION SPECIFI- MANUFACTURER'S NAME
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RQll0* 23ll 39023-803-76   /2 BEI, Duncan Electronics Div.
 Res. temp. chars. A and B; shaft lengths
 A thru F; life chars. l thru 3; moist. res.
 chars. l and 2; func. conformity tol. chars.
 A thru D; output-smoothness chars. A thru E;
 nom. total res. values l00 ohms thru l.0 megohm.

RQll0 l32l 39023-4-77   /2 BEI, Duncan Electronics Div.
 Res. temp. chars. A and B; shaft lengths
 A thru F; life chars. l thru 3; moist. res.
 char. 2, func. conformity tol. chars. A thru D;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQll0* WPl l/l6-M 39023-308-73   /2 Data Instruments, Inc.
 Res. temp. chars. A and B; shaft lengths
 A thru D; life chars. l thru 3; moist. res.
 chars. l and 2; func. conformity tol. chars.
 A thru D; output-smoothness chars. A thru E;
 nom. total res. values l00 ohms thru l.0 megohm.

RQll0* ll6FTS 39023-526-77   /2 New England Instrument Co.
 Res. temp. char. A; shaft lengths A thru D;
 life chars. l thru 4; moist. res. chars.
 l and 2; func. conformity tol. chars. A thru D;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQll0* ll6FL 39023-526-77   /2 New England Instrument Co.
 Res. temp. char. A; shaft lengths A thru D;
 life chars. l thru 4; moist. res. chars.
 l and 2; func. conformity tol. chars. A thru D;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQll0* ll6SF 39023-526-77   /2 New England Instrument Co.
 Res. temp. char. A; shaft lengths A thru D;
 life chars. l thru 4; moist. res. chars.
 l and 2; func. conformity tol. chars. A thru D;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQl50* 25ll 39023-803-76   /3 BEI, Duncan Electronics Div.
 Res. temp. chars. A and B; shaft lengths
 A thru F; life chars. l thru 3; moist. res.
 chars. l and 2; func. conformity tol. chars.
 A thru E; output-smoothness chars. A thru E;
 nom. total res. values l00 ohms thru l.0 megohm

RQl50* 1521 39023-4-77   /3 BEI, Duncan Electronics Div.
 Res. temp. chars. A and B; shaft lengths
 A thru F; life chars. l thru 3; moist. res.
 char. 2; func. conformity tol. chars. A thru E;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQl50* WPl 7/l6-M 39023-309-73   /3 Data Instruments, Inc.
 Res. temp. chars. A and B; shaft lengths
 A thru F; life chars. l thru 3; moist. res.
 chars. l and 2; func. conformity tol. chars.
 A thru E; output-smoothness chars. A thru E;
 nom. total res. values l00 ohms thru l.0 megohm.

RQl50* l76FTS 39023-526-77   /3 New England Instrument Co.
 Res. temp. char. A; shaft lengths A thru F;
 life chars. l thru 4; moist. res. chars.
 l and 2; func. conformity tol. chars. A thru E;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.
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MANUFACTURER'S TEST OR DETAIL
GOVERNMENT DESIGNATION QUALIFICATION SPECIFI- MANUFACTURER'S NAME
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RQl50* l76FL 39023-526-77   /3 New England Instrument Co.
 Res. temp. char. A; shaft lengths A thru F;
 life chars. l thru 4; moist. res. chars.
 l and 2; func. conformity tol. chars. A thru E;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQl50* l76SF 39023-526-77   /3 New England Instrument Co.
 Res. temp. char. A; shaft lengths A thru F;
 life chars. l thru 4; moist. res. chars.
 l and 2; func. conformity tol. chars. A thru E;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQl60* 45ll 39023-804-76   /7 BEI, Duncan Electronics Div.
 Res. temp. chars. A and B; shaft lengths
 A thru F; life chars. l thru 3; moist. res. chars.
 l and 2; func. conformity tol. chars. A thru E;
 output-smoothness chars. A thru E; nom. total res.
 values l,000 ohms thru 3.0 megohms.

RQ200* 27ll 39023-803-76   /4 BEI, Duncan Electronics Div.
 Res. temp. chars. A and B; shaft lengths
 A thru F; life chars. l thru 4; moist. res.
 chars. l and 2; func. conformity tol. chars.
 A thru F; output-smoothness chars. A thru E;
 nom. total res. values l00 ohms thru l.0 megohm.

RQ200* l72l 39023-4-77   /4 BEI, Duncan Electronics Div.
 Res. temp. chars. A and B; shaft lengths
 A thru F; life chars. l thru 4; moist. res.
 char. 2; func. conformity tols. chars. A thru F;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQ200* WP2-M 39023-309-73   /4 Data Instruments, Inc.
 Res. temp. chars. A and B; shaft lengths
 A thru F; life chars. l thru 3; moist. res.
 chars. l and 2; func. conformity tol. chars.
 A thru F; output-smoothness chars. A thru E;
 nom. total res. values l00 ohms thru l.0 megohm.

RQ200* 200FTS 39023-526-77   /4 New England Instrument Co.
 Res. temp. char. A; shaft lengths A thru F;
 life chars. l thru 4; moist. res. chars.
 l and 2; func. conformity tol. chars. A thru F;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQ200* 200FL 39023-526-77   /4 New England Instrument Co.
 Res. temp. char. A; shaft lengths A thru F;
 life chars. l thru 4; moist. res. chars.
 l and 2; func. conformity tol. chars. A thru F;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQ200* 200SF 39023-526-77   /4 New England Instrument Co.
 Res. temp. char. A; shaft lengths A thru F;
 life chars. l thru 4; moist. res. chars.
 l and 2; func. conformity tol. chars. A thru F;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQ2l0* 47ll 39023-804-76   /8 BEI, Duncan Electronics Div.
 Res. temp. chars. A and B; shaft lengths A thru F;
 life chars. l thru 3; moist. res. chars. l and 2;
 func. conformity tol. chars. A thru F; output-
 smoothness chars. A thru E; nom. total res. values
 l,000 ohms thru 3.0 megohms.
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RQ300* 28ll 39023-803-76   /5 BEI, Duncan Electronics Div.
 Res. temp. chars. A and B; shaft lengths
 A thru F; life chars. l and 3; moist. res.
 chars. l and 2; func. conformity tol. chars.
 A thru F; output-smoothness chars. A thru E;
 nom. total res. values l00 ohms thru l.0 megohm.

RQ300* l82l 39023-4-77   /5 BEI, Duncan Electronics Div.
 Res. temp. chars. A and B; shaft lengths
 A thru F; life chars. l and 3; moist. res.
 char 2, func. conformity tol. chars. A and F;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQ300* WP3-M 39023-309-73   /5 Data Instruments, Inc.
 Res. temp. chars. A and B; shaft lengths
 A thru F; life chars. l and 3; moist. res.
 chars. l and 2; func. conformity tol. chars.
 A thru F; output-smoothness chars. A thru E;
 nom. total res. values l00 ohms thru l.0 megohm.

RQ300* 300FTS 39023-526-77   /5 New England Instrument Co.
 Res. temp. char. A; shaft lengths A thru F;
 life chars. l and 4; moist. res. chars.
 l and 2; func. conformity tol. chars. A thru F;
 output-smoothness chars. A thru E; nom.
 total res. values l00 ohms thru l.0 megohm.

RQ300* 300FL 39023-526-77   /5 New England Instrument Co.
 Res. temp. char. A; shaft lengths A thru F;
 life chars. l and 4; moist. res. chars.
 l and 2; func. conformity tol. chars. A thru F;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.

RQ300* 300SF 39023-526-77   /5 New England Instrument Co.
 Res. temp. char. A; shaft lengths A thru F;
 life chars. l and 4; moist. res. chars.
 l and 2; func. conformity tol. chars. A thru F;
 output-smoothness chars. A thru E; nom. total
 res. values l00 ohms thru l.0 megohm.
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MANUFACTURER'S NAME, ADDRESS | CAGE |
AND PLANT | CODE |

| |
| |
| |

BEI, Duncan Electronics Division | |
15571 Red Hill Road | |
Tustin, CA  92680 | ll534 |
Plant:  Same Address | |

| |
| |
| |

Data Instruments, Inc. | |
522 Boston Post Road | |
Wayland, MA  0l778-1890 | 94603 |
Plant:  Same Address | |

| |
| |
| |

New England Instrument Company | |
Kendall Lane | |
Natick, MA  0l760 | 088l5 |
Plant:  Same Address | |

| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
| |
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